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YOUR "GO-TO" TAP SOURCE

GT HIGH-PERFORMANCE

TAP CATALOGUE

Introducing the YG-1 Canada GT (‘Go-To’) High Performance Tap Catalogue
with a handy Guide to Tapping Applications.

Purchasing Taps can be confusing—there are so many options available to you.
YG-1 Canada introduces you to a new kind of catalogue—taking the anxiety and
guesswork out of selecting the right tap with the correct cutting geometry.

By answering these 4 simple questions:

1 - Bottoming (spiral flute]? 3 - Material being tapped?

2 - Through hole [spiral point]? 4 - Hardness of material?
the new YG-1 Guide to Tapping Applications shows you at a glance which
Tap to “Go-To" for your application.

YG-1 Canada also makes special Taps—call us with your special Taps needs!
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GT SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

N iy,
B0 Series | ANSI HSSE-V3 'ng .

STEAM OXIDE
EDP No.
CUTTING APPLICATIONS
Materials Cuttin

e 80062 z et z i Main Sub-Group | Condition jitliezs Speeg
B0162 B0162 4 40 2 H2 Group (HRc) (SFM)
B0202 B0202 5 40 3 H2
E0203 B0alS E i 200Series Annealed <28  20-35
B0243 B0243 6 32 3 H3 Stainless  300Series  Annealed <28 20-35
B0283 B0283 8 32 3 H3 stool 17-4,15-5 Annealed <25 10-15
B0323 B0323 10 24 3 H3 AM286  Annealed <25 15-25
B0343 B0343 32 3 H3 400Series  Annealed <28 20-35
B0403 B0403 1/4 20 3 H3
B0405 B0405 3 H5 Low 1010
B0423 B0423 28 3 H3 carbon 1018 Normalized <20 25-50
B0443 B0443 5/16 18 3 H3 steel 1035
B0445 B0445 3 H5
R e B3 S
B0483 B0483 3/8 16 3 H3 e 1045, 1050
B0485 B0485 3 H5
B0503 B0503 24 3 H3 _ 1065. 1070
B0523 B0523 716 14 3 H3 High 1080, 1090 _
B0525 B0525 3 H5 carbon 1 095: 1561 Normalized <30 15-25
B0543 B0543 20 3 H3 Bzl 1572
B0545 B0545 3 H5
B0563 B0563 12 13 3 H3 High
B0565 B0565 3 H5 strength 4140, 4340 Normalized <30 15-25
B0583 B0583 20 B H3 steel
B0603 B0603 9/16 12 3 H3
B0623 B0623 18 3 H3 Tool A2,D-2  , o e 15-25
B0625 B0625 3 H5 steel H-13, P-20
B0643 B0643 5/8 11 4 H3
B0645 B0645 4 H5
B0663 B0663 18 4 H3 Aluminum Cast, - - 30-90
B0665 B0665 4 H5 wrought
B0703 B0703 3/4 10 4 H3
B0705 B0705 4 H5
B0723 B0723 16 4 H3 Magnesium . - - 40-80
B0725 B0725 4 H5
B0744 B0744 78 9 4 H4
B0746 B0746 4 H6
B0764 B0764 14 4 H4 Copper - - - 50-60
B0766 B0766 4 He
B0784 B0784 1 8 4 H4
B0786 B0786 4 H6
B0804 B0804 12 4 Ha Brass - - - 30-65
B0806 B0806 4 H6
B0824 B0824 1-1/8 7 4 H4
B0864 B0864 1-1/4 7 4 H4 :
B0904 B0904 1-3/8 6 4 H4 A0 . . : ASEs
B0944 B0944 1-1/2 6 4 H4

TiN Coated (B2 Series) and Hardslick Coated (D2 Series) Taps available on

request, see YU13 Catalog or contact us for details.

n (905) 335-2500 Fax (905) 335-4003 www.ygl.ca 7/ YG-1 Canada Inc. 1+1
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SPIRAL POINTED TAPS PLUG STYLE GT

]

" 10 Series | ANSI

UNC
—

STEAM OXIDE

CUTTING APPLICATIONS EDP No.
Materials Cuttin
Main Sub-Group | Condition H(a;d;;s S Speeg Lrep LS 2 22 2 hie
Group (SFM) 10162 10162 4 40 2 H2
10202 10202 5 40 3 H2
200Series  Annealed <28 20-35 10205 10203 8 i)
Stainless 300Series  Annealed <28 20-35 10243 10243 6 32 3 H3
steel 17-4,15-5 Annealed <25 10-15 10283 10283 8 32 3 H3
AM286 Annealed <25 15-25 10323 10323 10 24 8 H3
400Series  Annealed <28 20-35 10343 10343 32 3 H3
10403 10403 1/4 20 3 H3
Low 1010 10405 10405 3 H5
carbon 1018 Normalized <20 25-50 10423 10423 28 3 H3
steel 1035 10443 10443 5/16 18 3 H3
10445 10445 3 H5
eSOV S “ 2w
<teol 15 45: i 10483 10483 3/8 16 3 H3
10485 10485 3 H5
_ 1065, 1070 10503 10503 24 3 H3
High 080, 1090 _ 10523 10523 716 14 3 H3
carbon ’ Normalized <30 15-25
stool 1095, 1561 10525 10525 3 H5
1572 10543 10543 20 3 H3
10545 10545 3 H5
High 10563 10563 1/2 13 3 H3
strength 4140, 4340 Normalized <30 15-25 10565 10565 3 H5
steel 10583 10583 20 3 H3
10603 10603 9/16 12 3 H3
Tool ASCHDEP I (PR R 15-25 10623 10623 18 3 H3
steel H-13, P-20 10643 10643 5/8 11 3 H3
10645 10645 3 H5
10665 10665 18 3 H5
Aluminum Cast, - - 30-90 10703 10703 3/4 10 3 H3
wrought 10705 10705 3 H5
10725 10725 16 3 H5
10744 10744 7/8 9 3 H4
Magnesium = = o 40-80 10746 10746 3 H6
10766 10766 14 3 H6
10784 10784 1 8 3 H4
10786 10786 3 H6
Copper o = = 50-60 10806 10806 12 3 H6
T1266824 - 1-1/8 7 4 H4
T1266844 @ 12 4 H4
T1266864 - 1-1/4 7 4 H4
Brass - - - 30-65 T1266884 . 12 4 H4
T1266904 - 1-3/8 6 4 H4
T1266924 - 12 4 H4
) T1266944 - 1-1/2 6 4 H4
Zine : : ; Chd T1266964 . 12 4 H4
TiN Coated (12 Series) and Hardslick Coated (J2 Series) Taps available on
request, see YU13 Catalog or contact us for details.
4G YG-1 Canada Inc. B+l www.ygi.ca Fax (905) 335-4003 (905) 335-2500 n
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GT-S  SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

UNC || =)
..

STEAM OXIDE
CUTTING APPLICATIONS
WECHELS Cutting
T1159082 D3082 2 56 2 H2 Main Sub-Group | Condition i Speed
T1159162 D3162 4 40 2 H2 Group (HRe) 1 (sFm)
T1159202 D3202 5 40 3 H2
T1159243 D3243 6 32 3 H3 Medium 1030, 1035
T1159283 D3283 8 32 3 H3 carbon 1038, 1040 Normalized <28 20-40
T1159323 D3323 10 24 3 H3 steel 1045, 1050
T1159343 D3343 32 3 H3
T1159403 D3403 1/4 20 3 H3 _ 1065, 1070
T1159405  D3405 3 H5 High 4080, 1090 :
T1159423 D3423 28 3 H3 Cg{:;” 1095, 1561 omalized <32 15-25
T1159425 D3425 3 H5 1572
T1159443 D3443 5/16 18 3 H3
T1159445 D3445 3 H5 High
155 - i 03 2 & ki strength  4140,4340 Normalized <38 1525
T1159465 D3465 3 H5 steal
T1159483 D3483 3/8 16 3 H3
T1159485 D3485 3 H5
T1159503 D3503 24 3 H3 Tool A-2,D-2
T159505  DAs505 3 Hs Siool | PETa pao) [ aasaledl B =50 50
T1159523 D3523 7/116 14 3 H3
T1159525 D3525 3 H5
T1159543 D3543 20 3 H3 200Series  Annealed <28 20-35
T1159545 D3545 3 H5 Stainless  300Series  Annealed <28 20-35
T1159563 D3563 1/2 13 3 H3 steel 17-4,15-5 Annealed <25 15-25
T1159583 D3583 20 3 H3
T1159585 D3585 3 H5
T1159605 D3605 9/16 12 3 H5
T1159625 D3625 18 3 H5
T1159643 D3643 5/8 11 4 H3
T1159645 D3645 4 H5
T1159663 D3663 18 4 H3
T1159665 D3665 4 H5
T1159703 D3703 3/4 10 4 H3
T1159705 D3705 4 H5
T1159723 D3723 16 4 H3
T1159725 D3725 4 H5
T1159784 D3784 1 8 4 H4
T1159786 D3786 4 Heé
T1159804 D3804 12 4 H4
T1159806 D3806 4 He
T1159824 D3824 1-1/8 7 4 H4
T1159864 D3864 1-1/4 7 4 H4
T1159904 D3904 1-3/8 6 4 H4
T1159944 D3944 1-1/2 6 4 H4
Hardslick Coated (EO Series) Taps available on request, see YU13 Catalog or
contact us for details.
n (905) 335-2500 Fax (905) 335-4003 www.ygl.ca 4/ YG-1 Canada Inc. 1+1
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SPIRAL POINTED TAPS PLUG STYLE  GT-S

J3 Series | ANSI

UNC

CUTTING APPLICATIONS

STEAM OXIDE

Thread Per Inch

Materials Cutting

Main Sub-Group | Condition i Speed T1259082 43082 2 56 2 H2
Group (HRe) 1 (gFm) T1259162 J3162 4 40 2 H2
T1259202 J3202 5 40 3 H2
Medium 1030, 1035 T1259243 J3243 6 32 3 H3
carbon 1038, 1040 Normalized <28 20-40 T1259283 J3283 8 32 3 H3
steel 1045, 1050 T1259323 J3323 10 24 3 H3
T1259343 J3343 32 3 H3
; 1065. 1070 T1259403 J3403 1/4 20 3 H3
High 1080, 1090 _ 1259405 J3405 3 H5
c:tr:;n 1095, 1561 Normalized <32 15-25 T1259423 43423 28 3 H3
1572 T1259425 J3425 3 H5
T1259443 J3443 5116 18 3 H3
High T1259445 J3445 3 H5
strength 4140, 4340 Normalized <38 15-25 T1259463 43463 24 3 H3
steel T1259465 J3465 3 H5
T1259483 J3483 3/8 16 3 H3
T1259485 J3485 3 H5
Tool A-2,D-2 T1259503 J3503 24 3 H3
steel  H-13 p-go Annealed <38 1525 T1259505  J3505 3 H5
T1259523 J3523 7116 14 3 H3
T1259525 J3525 3 H5
200Series  Annealed <28 20-35 T1259543 J3543 20 3 H3
Stainless  300Series  Annealed <28 20-35 T1259545 J3545 3 H5
steel 17-4,15-5 Annealed <25 15-25 T1259563 J3563 1/2 13 3 H3
T1259583 J3583 20 3 H3
T1259585 J3585 3 H5
T1259605 J3605 9/16 12 3 H5
T1259625 J3625 18 3 H5
T1259643 J3643 5/8 11 3 H3
T1259645 J3645 3 H5
T1259663 J3663 18 3 H3
T1259665 J3665 3 H5
T1259703 J3703 3/4 10 3 H3
T1259705 J3705 3 H5
T1259723 J3723 16 3 H3
T1259725 J3725 3 H5
T1259784 J3784 1 8 3 H4
T1259786 J3786 3 Heé
T1259804 J3804 12 3 H4
T1259806 J3806 3 Heé
T1259824 J3824 1-1/8 7 4 H4
T1259864 J3864 1-1/4 7 4 H4
T1259904 J3904 1-3/8 6 4 H4
T1259944 J3944 1-1/2 6 4 H4
Hardslick Coated (D2 Series) Taps available on request, see YU13 Catalog or
contact us for details.
4G YG-1 Canada Inc. 1+1 www.ygi.ca Fax (905) 335-4003 (905) 335-2500 ﬂ
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Super-B  SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

; UNC HARDSLICK
O er
- A - |

DIN Length
BF & BK I ANSI Shank

CUTTING APPLICATIONS

Materials Hardness Cutting
Main Sub-Group | Condition Speed

(HRc)

Group (SFM)

ANSI| DIN LENGTH

LENGTH  ANSI SHANK

Thread Perlnch Stainless  200Series  Annealed

steel 300Series  Annealed EED AR

BB082 BI0S2 BF082 BK082 2 56 2 H2

BB162 BI162 BF162 BK162 4 40 2 He

BB202 BI202 BF202 BK202 5 40 3 H2 Low 1010 ; 30-80

BB243 BI243 BF243 BK243 6 32 3 H3 carbon 1018 Normalized <20

BB283  BI283 BF283 BK283 8 32 3 H3 steel 1035

BB323 BI323 BF323 BK323 10 24 3 H3 .

BB343 BI343 BF343  BK343 32 3 H3 Medium 1030, 1035 _

BB403  BI403 BF403  BK403 14 20 3 H3 carbon 1038, 1040 Normalized <20 20-50
steel 1045, 1050

BB405 BI405 BF405 BK405 3 H5

BB423 Bl423 BF423  BK423 28 3 H3 _ 1065, 1070

BB424 BlM424  BF424  BK424 3 H4 High 1080 1090 _

BB445 BI445 BF445 BKA45S 516 18 3 H5 carbon  5oc" 15y Nomaized <35 15-35

BB464 Bl464 BF464 BKAG4 24 3 H4 Bzl 1572

BB485 BI485 BF485 BK485 38 16 3 H5

BB504 BI504 BF504 BK504 24 3 Ha High

BB525 BI525 BF525 BK525 7/16 14 3 H5 strength 4140, 4340 Normalized <35 15-25

BB545 BIS45 BF545 BK545 20 3 H5 steel

BB565 BI565 BF565 BK565  1/2 13 3 H5

BB585 BI585 BF585 BK585 20 3 H5 Tool A-2,D-2

BB605 BI605 BF605 BK605 9/16 12 3 H5 sl | b e | ceaEel = Uiz

BB625 BI625 BF625 BK625 18 3 H5

BB645 BIG45 BF645 BK645 58 1 4 H5

BB665 BI665 BF665  BK665 18 4 H5 Aluminum Cast, i ; 30-90

BB705 BI705 BF705 BK705 3/4 10 4 H5 wrought

BB725 BI725 BF725 BK725 16 4 H5

BB746 BI746 BF746 BK746  7/8 9 4 H6

BB766 BI766 BF766 BK766 14 4 H6 Magnesium - - - 40-80

BB786 BI786 BF786 BK786 1 8 4 H6

BB806 BIB06 BFB06 BK806 12 4 He

BB836 BIB36 BF836 BK836 1-1/8 8 4 H6

BB876 BI876 BF876 BK876 1-1/4 8 4 Hé Copper - - - 50-60

BB916 BI916 BF916 BK916 1-3/8 8 4 He

BB956  BI956 BF956 BK956  1-1/2 8 4 H6
Brass - - - 30-65
Zinc = = - 30-80

n (905) 335-2500 Fax (905) 335-4003 www.ygl.ca 4/ YG-1 Canada Inc. 1+1
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SPIRAL POINTED TAPS PLUG STYLE Super-B

R s

UNC HARDSLICK }
owde
=— m

DIN Length
N4 & 05 I ANSI Shank

CUTTING APPLICATIONS

Materials Hardness Cutting
Main Sub-Group | Condition Speed

Group Irlfe)

. Thread Per Inch
Stainless  200Series  Annealed - - Thread
. <35 20-35 Hardslick| Steam |Hardslick e
steel 300Series  Annealed : Coated | Oxide | Coated UN Limit

(SFM)

Mo082 01082 N4082 05082 2 56 2
Mo162 01162 N4162 05162 4 40 2 H2
Low 1010 30-80 M9202 01202 N4202 05202 5 40 3 H2
carbon 1018 Normalized <20 M9243 01243 N4243 05243 6 32 3 H3
steel 1035 M9283 01283 N4283 05283 8 32 3 H3
. M9323 01323 N4323 05323 10 24 B H3
Medium 1030, 1035 _ M9343 01343 N4343 05343 32 3 H3
carbon 1038, 1040 Normalized <20 20-50 M9403 01403 N4403 05403 1/4 20 3 H3
steel 1045, 1050
M9405 01405 N4405 05405 3 H5
_ 1065, 1070 M9423 01423 N4423 05423 28 3 H3
High 1080 1090 _ M9445 01445 N4445 05445 5/16 18 3 H5
carbon  goc" 15y Nomaized <35 15-35 M9464 01464 N4464 05464 24 3 H4
Bzl 1572 M9485 01485 N4485 05485  3/8 16 3 H5
M504 01504 N4504 05504 24 B Ha
High M9525 01525 N4525 05525  7/16 14 3 H5
strength 4140, 4340 Normalized <35 15-25 M9545 01545 N4545 05545 20 3 H5
steel M9565 01565 N4565 05565  1/2 13 3 H5
M9585 01585 N4585 05585 20 3 H5
Tool A-2, D-2 M9605 01605 N4605 05605  9/16 12 3 H5
senl || HEE e (| e ) M9625 01625 N4625 05625 18 3 H5
M9645 01645 N4645 05645 58 11 3 H5
M9665 01665 N4665 05665 18 B H5
Aluminum Cast, i ; 30-90 M9705 01705 N4705 05705  3/4 10 3 H5
wrought M9725 01725 N4725 05725 16 3 H5
Mo746 01746 N4746 05746  7/8 9 3 He
Mo766 01766 N4766 05766 14 3 He
Magnesium - - - 40-80 Mo786 01786 N4786 05786 1 8 3 He
M9806 01806 N4806 05806 12 3 He
M9836 01836 N4836 05836 1-1/8 8 4 He
M9876 01876 N4876 05876 1-1/4 8 4 He
Copper - - - 50-60 M9916 01916 N4916 05916 1-3/8 8 4 H6
Mo956 01956 N4956 05956 1-1/2 8 4 He
Brass - - - 30-65
Zinc . . : 30-80
/G YG-1 Canada Inc. 1+1 www.ygi.ca Fax (905) 335-4003 (905) 335-2500
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GT-HS  SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

H7 & H8 Series | ANSI Hgg%lg'( cgﬁén
Me

[zl T IrED CUTTING APPLICATIONS
Hardslick No.of | Thread
Coated Lk Flutes Limit Materials Cutting
) . Hardness
H7082 H8082 2 56 3 Ho Main Sub-Group | Condition (HRo) Speed
H7162 H8162 4 40 3 H2 Group (SFM)
H7202 H8202 5 40 3 Ho 300Series  Hardened <45 12-22
N I - @ 0 s “ee M2 Hadened <5 1020
= .
H7283 5283 8 32 s H3 400Series  Hardened <45 12-22
H7323 H8323 10 24 3 H3
H7343 H8343 32 3 H3 High
H7405 H8405 1/4 20 3 H5 strength 4140, 4340 Hardened <45 15-20
H7424 H8424 28 3 H4 steel
H7445 H8445 5/16 18 3 H5
H7464 H8464 24 3 H4 Tool A-2, D-2
H7485 H8485 318 16 3 Hs steel  H-13 p-go Hardened <45 10-18
H7504 H8504 24 3 H4
H7525 H8525 716 14 3 H5 . Inconnel 7-18, Hardened
Nickel- .
H7545 H8545 20 3 H5 Waspalloy, Normalized
based . <45 8-15
H7565 H8565 172 13 3 H5 alloys Hastelloy, ~ Normalized
H7585 H8585 20 3 Hs N
H7645 H8645 5/8 11 4 H5
H7665 H8665 18 4 H5 Titanium C%’RT:\‘/“E ﬁ”“:a':g ;gig 8-15
H7705 H8705 3/4 10 4 H5 arden -
H7725 H8725 16 4 H5
. - . . Aluma
Bright Finish (H6 Series) Taps available on Bronze Phosphor <44 25-60
request, see YU13 Catalog or contact us for details. P
n (905) 335-2500 Fax (905) 335-4003 www.ygi.ca “Z4/G YG-1 Canada Inc. 1«1
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SPIRAL POINTED TAPS PLUG STYLE  GT-HS

UNC HARDSLICK | | Ti .
UNF co[ﬁag ccTalAcT'st M6 & M7 Series | ANSI

CUTTING APPLICATIONS

Thread Per Inch
: Thread
Hardslick L e
Main Sub-Grou Condition RETETEE Speed
Grou P (HRe) | | SPFM) M6082 M7082 2 56 2 H2
P TS| Hardened 25 1200 M6162 M7162 4 40 2 H2
eries araene < =
M6202 M7202 5 40 3 H2
Stainless  17-4,15-5 Hardened <45 10-15 M6243 M7243 6 32 3 H3
steel AM286 Hardened <45 10-20
400Series Hardened <45 12-22 M6283 M7263 8 32 3 h3
M6323 M7323 10 24 3 H3
High M6343 M7343 32 3 H3
strength 4140, 4340 Hardened <45 15-20 M6405 M7405 1/4 20 3 H5
steel M6424 M7424 28 3 H4
M6445 M7445 5/16 18 3 H5
Tool A-2, D-2 M6464 M7464 24 3 H4
steel  H-13 p-go Hardened <45 10-18 M6485 M7485 38 16 3 H5
M6504 M7504 24 3 H4
. Inconnel 7-18, Hardened M6525 M7525 7116 14 3 H5
Nickel- .
Waspalloy, Normalized M6545 M7545 20 3 H5
based . <45 8-15
dlpe | EIEIED | NemE M6565 M7565 12 13 3 H5
Monel Normalized M6585 M7585 20 3 H5
M6605 M7605 9/16 12 3 H5
Taum ORe freded 120 g wes e TR
M6645 M7645 5/8 11 3 H5
M6665 M7665 18 3 H5
Aluma M6705 M7705 3/4 10 3 H5
Bronze oy ephor <44 25-60 M6725 M7725 16 3 H5
Bright Finish (M5 Series) Taps available on
request, see YU13 Catalog or contact us for details.
/G YG-1 Canada Inc. 1+1 www.ygi.ca Fax (905) 335-4003 (905) 335-2500 n
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GT-Ti_ SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

G

B3 & D6 Series | ANSI

UNC HARDSLICK
UNF COATED
Powdered

Thread Per Inch

CUTTING APPLICATIONS

Coated Materials Hardness Cutting
B3082 D6082 2 56 3 Main Sub-Group | Condition Speed
(HRc)
B3162 D6162 4 40 3 H2 Group (SFM)
B3202 D6202 5 40 3 H2 315
B3243 D6243 B 32 3 H3 Nickel- Inconnel 718, Hardened 8-15
B3283 D6283 8 32 3 H3 based  ‘vaspalloy, Hardened . 8-15
B3323 D6323 10 24 3 H3 alloys H:AS;‘?]'L?V' 3232223 8-15
B3343 D6343 32 3 H3 8-15
B3403 D6403 1/4 20 3 H3
B3405 D6405 3 H5 - Comm Pure
B3423 D6423 28 3 H3 Titanium =g 4y s o
B3424 D6424 3 H4
B3443 D6443 5/16 18 3 H3
B3445 D6445 3 H5
B3463 D6463 24 3 H3
B3483 D6483 3/8 16 3 H3
B3485 D6485 3 H5
B3503 D6503 24 3 H3
B3504 D6504 3 H4
B3523 D6523 7/16 14 3 H3
B3525 D6525 3 H5
B3543 D6543 20 3 H3
B3545 D6545 3 H5
B3563 D6563 1/2 13 3 H3
B3565 D6565 3 H5
B3583 D6583 20 3 H3
B3585 D6585 3 H5
B3603 D6603 916 12 3 H3
B3605 D6605 3 H5
B3623 D6623 18 3 H3
B3625 D6625 3 H5
B3643 D6643 5/8 11 4 H3
B3645 D6645 4 H5
B3663 D6663 18 4 H3
B3665 D6665 4 H5
B3703 D6703 3/4 10 4 H3
B3705 D6705 4 H5
B3723 D6723 16 4 H3
B3725 D6725 4 H5
TiN Coated (H9 Series) and TiCN Coated (B5 Series) Taps available on
request, see YU13 Catalog or contact us for details.
m (905) 335-2500 Fax (905) 335-4003 www.ygl.ca 4/ YG-1 Canada Inc. 1+1
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SPIRAL POINTED TAPS PLUG STYLE  GT-Ti

|| uNe || e
Polw(nvggrled M

CUTTING APPLICATIONS

Hardslick
i i Coated
\EACHELS Hardness Cutting

Thread Per Inch
Thread
56 H2

Main Sub-Group | Condition Speed 13082 J6082 2 2
(HRc)

Group (SFM) 13162 J6162 4 40 2 H2

3-15 13202 J6202 5 40 3 H2

. Inconnel 718, Hardened 13243 J6243 6 32 3 H3
e C Waspalloy, Hardened .

based ) <44 8-15 13283 J6283 8 32 3 H3

alloys Hﬁéi'gy' :::ggggg 8-15 13323 6323 10 24 3 H3

8-15 13343 J6343 32 3 H3

13403 J6403 1/4 20 3 H3

- Comm Pure 13405 J6405 3 H5

Titanium 6AL-4V =44 813 13423 J6423 28 3 H3

13424 J6424 3 H4

13443 J6443 5116 18 3 H3

13445 J6445 3 H5

13463 J6463 24 3 H3

13483 J6483 3/8 16 3 H3

13485 J6485 3 H5

13503 J6503 24 3 H3

13504 J6504 3 H4

13523 J6523 7116 14 3 H3

13525 J6525 3 H5

13543 J6543 20 3 H3

13545 J6545 3 H5

13563 J6563 1/2 13 3 H3

13565 J6565 3 H5

13583 J6583 20 3 H3

13585 J6585 3 H5

13603 J6603 9/16 12 3 H3

13605 J6605 3 H5

13623 J6623 18 3 H3

13625 J6625 3 H5

13643 J6643 5/8 11 3 H3

13645 J6645 3 H5

13663 J6663 18 3 H3

13665 J6665 3 H5

13703 J6703 3/4 10 3 H3

13705 J6705 3 H5

13723 J6723 16 3 H3

13725 J6725 3 H5

TiN Coated (M8 Series) and TiCN Coated (I5 Series) Taps available on
request, see YU13 Catalog or contact us for details.
/G YG-1 Canada Inc. 1+1 www.ygi.ca Fax (905) 335-4003 (905) 335-2500 n
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GT-Al  SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

(NI

UNC

e CUTTING APPLICATIONS
Finish Coated Mater.lals » Hardness Cutting
C0162 D8162 4 40 2 H2 Main Sub-Group | Condition (HRc) Speed
0242 D8242 6 32 2 H2 Group (SFM)
0243 D8243 2 H3
0283 D8283 8 32 2 H3 . Wrcofgh "
C0323 D8323 10 24 2 H3 Aluminum Low = = 30-90
0343 D8343 32 ? H3 silicon <9%
C0403 D8403 1/4 20 2 H3
C0405 D8405 2 H5
0423 D8423 28 2 H3
0443 D8443 5/16 18 2 H3
0445 D8445 2 H5
0463 D8463 24 2 H3
C0465 D8465 2 H5
C0483 D8483 358 16 ? H3
C0485 D8485 2 H5
C0503 D8503 24 2 H3
0505 D8505 2 H5
n (905) 335-2500 Fax (905) 335-4003 www.ygl.ca 4/ YG-1 Canada Inc. 1+1
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TAPER PIPE TAPS : SPIRAL FLUTED | STRAIGHT FLUTED Pipe

| INTERUPTED NPT/F

NPT | <oy |
M

Q9 Series | ANSI

Q1 Series | ANSI

for Steels and Stainless Steels for Cast Irons and Steels
EDP No. Size Thread Per No. of EDP No. Size Thread Per No. of
Bright Finish Inch Flutes Bright Finish Inch Flutes
Q1020 116 27 4 Q9020 1116 27 4
Q1200 1/8(Lg) 4 Q9200 1/8(Lg) 4
Q1210 1/8(Sm) 27 4 Q9210 1/8(Sm) 27 4
Q1400 1/4 18 4 Q9400 1/4 18 4
Q1480 3/8 18 4 Q9480 3/8 18 4
Q1560 1/2 14 4 Q9560 12 14 4
Q1700 3/4 14 4 Q9700 3/4 14 4
Q1780 1 11-1/2 4 Q9780 1 11-1/2 4
Q1860 1-1/4 11-1/2 5 Q9860 1-1/4 11-1/2 5
Q1960 1-1/2 11-1/2 7 Q9960 1-1/2 11-1/2 7
Q1D20 2 11-1/2 7 Q9D20 2 11-1/2 7
These Taps meet both NPT and NPTF Standards. These Taps meet both NPT and NPTF Standards.
Steam Oxide (QO Series) and Hardslick Coated (Q6 Series) TiCN Coated (RO Series) and Hardslick Coated (R1 Series)
Taps available on request, see YU13 Catalog or contact Taps available on request, see YU13 Catalog or contact
us for details. us for details.
R7 Series | ANSI S1 Series | ANSI
for Cast Irons and Steels for Cast Irons and Steels
EDP No. Size Thread Per No. of EDP No. Size Thread Per No. of
Bright Finish Inch Flutes Bright Finish Inch Flutes
R7020 1/16 27 4 $1020 1116 27 5
R7200 1/8(Lg) 4 $1200 1/8(Lg) 5
R7210 1/8(Sm) 27 4 $1210 1/8(Sm) 27 5
R7400 1/4 18 4 $1400 1/4 18 5
R7480 3/8 18 4 $1480 3/8 18 5
R7560 1/2 14 4 $1560 1/2 14 5
R7700 3/4 14 4 $1700 3/4 14 5
R7780 1 11-1/2 4 $1780 1 11-1/2 5
Y als (e 2 These Taps meet both NPT and NPTF Standards.
R7960 1-1/2 1-1/2 ; TiCN Coated (S2 Series) Taps available on request,

R7D20 2 1n-112 see YU13 Catalog or contact us for details.
These Taps meet both NPT and NPTF Standards.
Steam Oxide (SO0 Series), TICN Coated (R8 Series) and
Hardslick Coated (R9 Series) Taps available on request,
see YU13 Catalog or contact us for details.

PLEASE NOTE: Pipe Taps should be run at 50% of cutting speeds of regular taps.

4G YG-1 Canada Inc. 1+l www.ygl.ca Fax (905) 335-4003 (905) 335-2500 m
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Forming FORMING TAPS PLUG & BOTTOMING STYLES

UNC -
718 23 Series | ANSI HSSE-V3 Ry ﬁ COATED

TiN COATED

ThreadPef'"Ch CUTTING APPLICATIONS

Bottoming

\EACHES Cutting

21163 23163 40 Main Sub-Group | Condition Rl Speed
1165 23165 H5 Group (HRe) 1 (gFm)
Z1185 23185 48 H5
71203 23203 5 40 H3 Stainless )
= 73205 H5 Steel 304 316  Normalized <25 20-35
Z1225 23225 44 H5
21243 23243 6 32 H3 Low 1010 _
71245 73245 H5 carbon 1018 Normalized  10-20 25-50
1265 73265 40 H5 SiEz
Z1283 23283 8 32 H3 Medium 1030, 1035
21285 23285 H5 carbon 1038, 1040 Normalized <20 20-40
Z1305 Z3305 36 H5 —— 1045, 1050
Z1324 23324 10 24 H4
21326 23326 H6 Aluminum Cast, Annealed = 30-90
21344 23344 32 H4 wrought
Z1346 23346 Hé
21404 23404 1/4 20 H4 Magnesium - - - 40-80
Z1406 Z3406 H6
Z1424 23424 28 H4
Z1426 23426 Heé Copper = - - 50-60
Z1445 23445 5/16 18 H5
Z1447 23447 H7
Z1465 Z3465 24 H5 EEES : ; ” 50-60
Z1467 23467 H7
Z1485 23485 3/8 16 H5 Zinc - - - 30-80
71487 23487 H7
Z1505 Z3505 24 H5
Z1507 23507 H7
71528 23528 7116 14 H8
Z1548 23548 20 H8
Z1568 23568 1/2 13 H8
Z1588 23588 20 H8

Bright Finish in Plug (Z0 Series) and Bottoming (Z2 Series) style Taps

available on request, see YU13 Catalog or contact us for details.

m (905) 335-2500 Fax (905) 335-4003 www.ygl.ca 4/ YG-1 Canada Inc. 1+1
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FORMING TAPS WITH OIL GROOVE : PLUG &  Forming

BOTTOMING STYLES

UNC TiN
UNF COATED

debibbibidabeil

i) mlu I\

METRIC

TiN COATED TiN COATED
Thread Per Inch

Thread Thread
Bottoming Limit Bottoming Limit
ZA205 ZB205 M3 0.5 D5 25163 27163 40 H3
ZA246 ZB246 M4 0.7 D6 25165 27165 H5
ZA287 ZB287 M5 0.8 D7 Z5185 27185 48 H5
ZA318 ZB318 M6 1.0 D8 75203 27203 5 40 H3
ZA369 ZB369 M8 1.25 D9 Z5205 27205 H5
ZA420 ZB420 M10 15 D10 75225 27225 44 H5
ZA50A ZB50A M12 1.75 D11 25243 27243 6 32 H3
. . . . 25245 27245 H5
Bright Finish or TiCN in Plug (Z8 or ZC) and Bottoming (Z9 or ZD) 75265 27265 40 H5
style Taps available on request, see YU13 Catalog or contact us 75283 77283 8 32 H3
for details. 75285 27285 H5
25305 27305 36 H5
25324 27324 10 24 H4
CUTTING APPLICATIONS 75326 27326 He
Z5344 27344 32 H4
Materials Cuttin:
Main Sub-Group | Condition Hardness S eec? — S ”
- P (HRo) | | SF’FM) 5404 Z7404 114 20 H4
P 75406 77406 He
) 25424 27424 28 H4
S1aness 304 316  Nomaized <25 2035 =R =T ==
25445 27445 5/16 18 H5
Low 1010 Z5447 27447 H7
carbon 1018 Normalized  10-20 25-50 Z5465 Z7465 24 H5
steel Z5467 27467 H7
25485 27485 3/8 16 H5
Medium 1 030, 1035 75487 77487 H7
carbon 1038, 1040 Normalized <20 20-40 75505 77505 24 H5
steel 1045, 1050 75507 27507 H7
R Trah Annealed ) 30-90 25528 27528 7116 14 H8
wrought 25548 27548 20 H8
Z5568 27568 1/2 13 H8
) Z z7 2 H
Magnesium - - - 40-80 9588 o868 0 8
Bright Finish in Plug (Z4 Series) and Bottoming (Z6 Series) style Taps
available on request, see YU13 Catalog or contact us for details.
Copper - - - 50-60
Brass - - - 50-60
Zinc - - - 30-80
4G YG-1 Canada Inc. 1+1 www.ygi.ca Fax (905) 335-4003 (905) 335-2500 m
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Hand  HAND TAPS : TAPER, PLUG & BOTTOMING STYLES

A3/A5/AT7 Series | ANSI

UNC || =y
M.

BRIGHT FINISH
Thread

A3082 A5082 A7082 2 56 3

A3162 A5162 A7162 4 40 3 H2
A3202 A5202 A7202 5 40 8 H2
A3243 A5243 A7243 6 32 3 H3
A3262 A5262 A7262 40 & H2
A3283 A5283 A7283 8 32 4 H3
A3323 A5323 A7323 10 24 4 H3
A3343 A5343 A7343 32 4 H3
A3403 A5403 A7403 1/4 20 4 H3
A3423 A5423 A7423 28 4 H3
A3443 A5443 A7443 5/16 18 4 H3
A3463 A5463 A7463 24 4 H3
A3483 A5483 A7483 3/8 16 4 H3
A3503 A5503 A7503 24 4 H3
A3523 A5523 A7523 716 14 4 H3
A3543 A5543 A7543 20 4 H3
A3563 A5563 A7563 12 13 4 H3
A3583 A5583 A7583 20 4 H3
A3603 A5603 A7603 9/16 12 4 H3
A3623 A5623 A7623 18 4 H3
A3643 A5643 A7643 5/8 1 4 H3
A3663 A5663 A7663 18 4 H3
A3703 A5703 A7703 3/4 10 4 H3
A3723 A5723 A7723 16 4 H3
A3744 A5744 A7744 7/8 9 4 H4
A3764 A5764 A7764 14 4 H4
A3784 A5784 A7784 1 8 4 H4
A3804 A5804 A7804 12 4 H4

m (905) 335-2500 Fax (905) 335-4003 www.ygl.ca 4/ YG-1 Canada Inc. 1+1
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HAND TAPS : PLUG & BOTTOMING STYLES  Hand

METRIC

BRIGHT FINISH

A6097 A9098 M1.6 0.35 3 D3
A6137 A9138 M2 04 3 D3
6177 A9178 M2.5 0.45 3 D3
A6207 A9208 M3 05 3 D3
A6227 A9228 M3.5 0.6 3 D4
A6247 A9248 M4 0.7 4 D4
A6267 A9268 M4.5 0.75 4 D4
A6287 A9288 M5 08 4 D4
A6317 A9318 M6 1.0 4 D5
A6347 A9348 M7 10 4 D5
A6367 A9368 M8 125 4 D5
A6427 A9428 M10 15 4 D6
A6507 A9508 M12 175 4 D6
A6547 A9548 M14 20 4 D7
A6607 A9608 M16 20 4 D7
A6657 A9658 M18 25 4 D7
A6707 A9708 M20 25 4 D7
A6787 A9788 M24 3.0 4 D8
A6947 A9948 M30 35 4 D9
A6B37 A9B38 M36 40 4 D9
“4YG YG-1 Canada Inc. 1«1 www.ygl.ca Fax (905) 335-4003 (905) 335-2500
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GT SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

=

) CUTTING APPLICATIONS

M ETRIC Materials

Cutting
Main Sub-Group | Condition Speed

Hardness

(HRc)

Group (SFM)

STEAM OXIDE 200Series  Annealed <28 20-35

Stainless 300Series  Annealed <28 20-35
DIN Length steel 17-4,15-5 Annealed <25 10-15
ANSI Shank AM286 Annealed <25 15-25
BS203 E6203 M3 05 3 400Series  Annealed <28 20-35
BS224 E6224 M3.5 0.6 3
BS244 E6244 M4 0.7 3 Low 1010
BS284 E6284 M5 0.8 3 carbon 1018 Normalized <20 25-50
BS315 E6315 M6 1.0 3 steel 1035
BS345 E6345 M7 1.0 3 .
BS365 E6365 M8 125 8 “cfaegt;g:] 1823’ 18?18 Normalized <28 20-40
BS375 E6375 M8 1.0 3 stool 1045, 1050
BS426 E6426 M10 15 3
BS435 E6435 M10 1.25 3 _ 1065, 1070
BS506 E6506 M12 1.75 3 High
bon 10801090\ dized <30 15-25
BS525 E6525 M12 1.25 3 el °|” 1095, 1561 | ormaize =
BS547 E6547 M14 20 3 2l 1572
BS556 E6556 M14 15 3
BS607 E6607 M16 2.0 3 High
BS616 E6616 Mi6 15 3 strength 4140, 4340 Normalized <30 15-25
BS657 E6657 M18 25 4 steel
BS676 E6676 M18 15 4
Tool A-2, D-2 15-25
STEAM OXIDE steel  H-13 p-20 Annealed <30
Th.reqd
Limit ) Cast, - - 30-90
Aluminum
T1185706 M20 2.5 4 D6 wrought
T1185725 M20 15 4 D5
T1185746 M22 25 4 D6
T1185766 M22 15 4 D6 Magnesium ; : ; 40-80
T1185787 M24 3.0 4 D7
T1185805 M24 15 4 D7
T1185867 M27 3.0 4 D7
T1185887 M27 15 4 D7 Copper - - - 50-60
T1185947 M30 35 4 D7
T1185977 M30 15 4 D7
Hardslick Coated ANSI (BT Series) and TiCN or Hardslick Coated DIN Length / Brass - - - 30-65
ANSI Shank (E8 or E9 Series) Taps available on request, see YU13 Catalog
or contact us for details.
Zinc - - - 25-65
n (905) 335-2500 Fax (905) 335-4003 www.ygi.ca 447G YG-1 Canada Inc. I+l
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SPIRAL POINTED TAPS PLUG STYLE GT

HSSE-V3

=

\/

CUTTING APPLICATIONS

WECHELS
Main
Group

Stainless
steel

Low
carbon
steel

Medium
carbon
steel

High
carbon
steel

High
strength
steel

Tool
steel

Aluminum

Magnesium

Copper

Brass

Zinc

Sub-Group

200Series
300Series
17-4,15-5
AM286
400Series

1010
1018
1035

1030, 1035
1038, 1040
1045, 1050

1065, 1070

1080, 1090

1095, 1561
1572

4140, 4340

A-2,D-2
H-13, P-20

Cast,
wrought

Condition

Annealed
Annealed
Annealed
Annealed
Annealed

Normalized

Normalized

Normalized

Normalized

Annealed

Hardness
(HRc)

<28
<28
<25

<28

<20

<28

<30

<30

Cutting
Speed
(SFM)

20-35
20-35
10-15
15-25
20-35
25-50

20-40

15-25

15-25

15-25

30-90

40-80

50-60

30-65

25-65

o "

METRIC

METRIC

STEAM OXIDE

DIN Length Thread
ANSI Shank Limit
09203 K3203 M3 05 3 D3
09224 K3224 M3.5 0.6 3 D4
09244 K3244 M4 0.7 & D4
09284 K3284 M5 0.8 & D4
09315 K3315 M6 1.0 & D5
09345 K3345 M7 1.0 3! D5
09365 K3365 M8 1.25 3 D5
09375 K3375 M8 1.0 3 D5
09426 K3426 M10 15 3 D6
09435 K3435 M10 1.25 3 D5
09506 K3506 M12 1.75 & D6
09525 K3525 M12 1.25 & D5
09547 K3547 M14 2.0 & D7
09556 K3556 M14 15 3! D6
09607 K3607 M16 2.0 3 D7
09616 K3616 M16 15 3 D6
09657 K3657 M18 25 3 D7
09676 K3676 M18 15 3 D6
STEAM OXIDE
| EDPNo. |
Limit
T1235707 M20 2.5 3 D7
T1235725 M20 15 3] D5
T1235746 M22 25 3 D6
T1235766 M22 15 3 D6
T1235787 M24 3.0 3 D7
T1235805 M24 15 3 D5
T1235867 M27 3.0 4 D7
T1235887 M27 1.5 4 D7
T1235947 M30 &85 4 D7
T1235977 M30 15 4 D7

Hardslick Coated ANSI (IA Series) and TiCN or Hardslick Coated DIN Length /
ANSI Shank (K5 or K6 Series) Taps available on request, see YU13 Catalog
or contact us for details.

4G YG-1 Canada Inc. 1+1

www.ygl.ca Fax (905) 335-4003 (905) 335-2500 m
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GT-S  SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

METRIC

ATy METRIC

va I
Il

STEAM OXIDE

Hﬂ i

ANSI Shank D Limit : .
Materials Cutting

BU203 E2203 M3 0.5 3 D3 Main Sub-Group | Condition REICIESS Speed

BU224 E2224 M3.5 0.6 3 D4 Group (HRe) 1 aFm)

BU244 E2244 M4 0.7 3 D4

BU284 E2284 M5 0.8 & D4 Medium 1030, 1035

BU315 E2315 M6 1.0 3 D5 carbon 1038, 1040 Normalized <28 20-40

BU345 E2345 M7 1.0 3 D5 steel 1045, 1050

BU365 E2365 M8 1.25 3 D5

BU375 E2375 M8 1.0 3 D5 _ 1065. 1070

BU426 E2426 M10 15 3 D6 High 080, 1090 _

BU435 E2435 M10 1.05 3 D5 carbon 1095: 1561 Normalized <32 15-25

BUS506 E2506 M12 175 3 D6 e 1572

BU525 E2525 Mi2 1.25 3 D5

BU547 E2547 M14 20 3 D7 High

Blban S50 Ui 2 £ =0 strength 4140, 4340 Normalized <38 15-25

BU607 E2607 M16 2.0 3 D7 seal

BU616 E2616 M16 15 3 D6

BU657 E2657 M18 25 4 D7

BU676 E2676 M18 15 4 D6 Tool A-2, D-2

steel H-13, P-20 Annealed <38 15-25

Hardslick Coated ANSI (BV Series) and TiCN or Hardslick Coated DIN Length /
ANSI Shank (E4 or E5 Series) Taps available on request, see YU13 Catalog

r contact us for details.
or contact us for details 200Series  Annealed <28 20-35

Stainless  300Series  Annealed <28 20-35
steel 17-4,15-5 Annealed <25 15-25
AM286 Annealed <25 15-25

m (905) 335-2500 Fax (905) 335-4003 www.ygl.ca “Z/G YG-1 Canada Inc. 1+1
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SPIRAL POINTED TAPS PLUG STYLE  GT-S

METRIC
L — e —
METRIC (S

A

STEAM OXIDE

e ﬂn
) . ANSI Shank Flutes Limit
GRS T IB203 19203 M3 05 3 D3

Main Sub-Group | Condition Speed :

o (HRe) 1 (aFm) 18224 J9224 M3.5 0.6 3 D4
1B244 J9244 M4 07 3 D4
Medium 1030, 1035 1B284 J9284 M5 0.8 3 D4
carbon 1038, 1040 Normalized <28 20-40 IB315 J9315 M6 1.0 3 D5
steel 1045, 1050 IB345 J9345 M7 1.0 3 D5
IB365 J9365 M8 1.25 3 D5
_ 1065. 1070 IB375 J9375 M8 1.0 3 D5
High 1080, 1090 _ IB426 J9426 M10 15 3 D6
carbon 1 095: 1561 Normalized <32 15-25 IB435 49435 M10 1.05 3 D5
Szl 1572 IB506 J9506 M12 175 3 D6
IB525 J9525 M12 1.25 3 D5
High IB547 J9547 M14 2.0 3 D7
strength 4140, 4340 Normalized <38 15-25 IBSS6 49556 M14 15 3 D6
steel IB607 J9607 M16 2.0 3 D7
IB616 J9616 M16 15 3 D6
IB657 J9657 M18 25 4 D7
Tool A-2,D-2 IB676 J9676 M18 15 4 D6

steel H-13, P-20 Annealed <38 15-25

Hardslick Coated ANSI (IC Series) and TiCN or Hardslick Coated DIN Length /
ANSI Shank (K7 or K2 Series) Taps available on request, see YU13 Catalog

r contact us for details.
200Series  Annealed <28 20-35 or contact us for details

Stainless  300Series  Annealed <28 20-35
steel 17-4,15-5  Annealed <25 15-25
AM286 Annealed <25 15-25

/G YG-1 Canada Inc. 1+1 www.ygi.ca Fax (905) 335-4003 (905) 335-2500 m
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Super-B  SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE

. - ﬂ HARDSLICK
METRIC P . COKTED

Powde!
Metal
& s
R el IETRIC

CUTTING APPLICATIONS

Materials Hardness Cutting
Main Sub-Group | Condition Speed

(HRc)

Group (SFM)

ANSI DIN LENGTH
LENGTH  ANSI SHANK

Stainless  200Series  Annealed

Hardslick| Steam | Hardslick steel 300Series Annealed o0 ALES
Coated | Oxide | Coated
BH203 BM203 BD203 BO203 M3 05 3 D3
BH224 BM224 BD224 BO224 M35 06 B D4
BH244 BM244 BD244 BO244 M4 0.7 3 D4 Low 1010 _ 30-80
BH284 BM284 BD284 BO284 M5 08 3 D4 Catrboln 18;2 Nomalized <20
BH315 BM315 BD315 BO315 M6 10 3 D5 siee
BH345 BM345 BD345 BO345 M7 1.0 B D5 P
u 5
B ) B e 125 ° 05 carbon  1038,1040 Nomalzed <20  20-50
BH375 BM375 BD375 BO375 M8 1.0 3 D5 steel 1045 1050
BH426 BM426 BDA426 BO426  MI10 15 3 D6
BH435 BM435 BD435 BO435  M10 1.25 B D5 o 10851070
BH506 BM506 BD506 BO506  Mi2 1.75 3 D6 ig 1080, 1090 ;
BH525 BM525 BD525 BO525  M12 125 3 D5 cgtr:;“ a5 s L cimakeed] Bs=5 116229
BH547 BM547 BD547 BO547  Mi4 2.0 3 D7 1572
BH556 BM556 BD556 BO556  Mi4 15 B D6
BH607 BM607 BD607 BO607  M16 2.0 3 D7 High
BH657 BM657 BD657 BO657 M8 25 4 D7 steel
BH676 BM676 BD676 BO676  Mi8 15 4 D6
Tool A-2, D-2
steel H-13, P-20 Annealed <35 15-25
: Cast, 30-90
Aluminum - -
wrought
Magnesium - - - 40-80
Copper - - - 50-60
Brass - - - 30-65
Zinc - - - 30-80
E (905) 335-2500 Fax (905) 335-4003 www.ygi.ca “Z4/G YG-1 Canada Inc. 1«1
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SPIRAL POINTED TAPS PLUG STYLE

Super-B

R VAVAY

Metal

CUTTING APPLICATIONS

WECHELS
Main
Group

Stainless
steel

Low
carbon
steel

Medium
carbon
steel

High
carbon
steel

High
strength
steel

Tool
steel

Aluminum

Magnesium

Copper

Brass

Zinc

Sub-Group

200Series
300Series

1010
1018
1035

1030, 1035
1038, 1040
1045, 1050

1065, 1070

1080, 1090

1095, 1561
1572

4140, 4340

A-2,D-2
H-13, P-20

Cast,
wrought

Condition

Annealed
Annealed

Normalized

Normalized

Normalized

Normalized

Annealed

Hardness
(HRc)

<35

<20

<20

<35

<35

Cutting
Speed
(SFM)

20-35

30-80

20-50

15-35

15-25

15-25

30-90

40-80

50-60

30-65

30-80

ANSI
LENGTH

N7203
N7224
N7244
N7284
N7315
N7345
N7365
N7375
N7426
N7435
N7506
N7525
N7547
N7556
N7607
N7616
N7657
N7676

EDR No.
Hardslick| Steam
Coated | Oxide

N8203
N8224
N8244
N8284
N8315
N8345
N8365
N8375
N8426
N8435
N8506
N8525
N8547
N8556
N8607
N8616
N8657
N8676

DIN LENGTH
ANSI SHANK

Hardslick
Coated
0.5

N3203
N3224
N3244
N3284
N3315
N3345
N3365
N3375
N3426
N3435
N3506
N3525
N3547
N3556
N3607
N3616
N3657
N3676

METRIC

e

03203 M3
03224 M3.5
03244 M4
03284 M5
03315 M6
03345 M7
03365 M8
03375 M8
03426 M10
03435 M10
03506 M12
03525 M12
03547 M14
03556 M14
03607 M16
03616 M16
03657 M18
03676 M18

METRIC

0.6
0.7
0.8
1.0
1.0
1.25
1.0
1.5
1.25
1.75
1.25
2.0
1.5
2.0
1.5
2.5
1.5

N3&03 |

Thread
Limit
D3

W W W W wWwwWwowowowowowowowowowwow w

T ——

DIN Length
ANSI Shank

D4
D4
D4
D5
D5
D5
D5
D6
D5
D6
D5
D7
D6
D7
D6
D7
D6

24 YG-1 Canada Inc.
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GT-HS  SPIRAL FLUTED TAPS MODIFIED BOTTOMING STYLE &

SPIRAL POINTED TAPS PLUG STYLE

: TiCN
EECAVNCE METRIC . @ COIEI'ED
"o

TiCN
EDP No.
Thread
ANSI Limit

TK858203 M3 05 3 D3
TK858244 M4 0.7 3 D4
TK858284 M5 0.8 3 D4
TK858315 M6 1.0 3 D5
TK858365 M8 B 3 D5 CUTTING APPLICATIONS
TK858426 M10 15 3 D6
TK858506 M12 1.75 3 D6 Materials Cutting

Hardness

(HRc) Speed

(SFM)

300Series Hardened <45 12-22

Stainless 17-4, 15-5 Hardened <45 10-15
steel AM286 Hardened <45 10-20
400Series  Hardened <45 12-22

Main Sub-Group | Condition
Group

High

strength 4140, 4340 Hardened <45 15-20
steel

Tool A-2, D-2

steel H-13, P-20 Hardened <45 10-18

Nickel- Inconnel 7-18, Hardened

- i Waspalloy, Normalized )
M B Hastelloy, Normalized <45 815
EAVNCE METRIC

alloys .
Y Monel Normalized

Titanium Comm Pure  Annealed 15-20 8-15
B6AL-4V Hardened 35-42

TiCN
EDP No.
Aluma
ANSI Bronze Phosphor <44 25-60
TK808203 M3 0.5 3 D3
TK808244 M4 0.7 3 D4
TK808284 M5 0.8 3 D4
TK808315 M6 10 3 D5
TK808365 M8 125 3 D5
TK808426 M10 15 3 D6
TK808506 M12 175 3 D6
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